
British Engineering 
for a better Biscuit

The A-PEX400 Cut Sheet Laminator retains all the established principles of accurate dough forming, 

cutting and layering as proven on all former Spooner Vicars’ Laminators, but with the added benefit 

of greater ease of sanitation, maintenance and operation.

FOR THE PRODUCTION OF ALL TYPES 
LAMINATED BISCUITS & CRACKERS

A-PEX400 Cut Sheet Laminator
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• �Height Scan Unit Fitted to 1st Gauge Roll.

• Fat and Flour Applicator.

• �Agitator for 3 Roll Sheeter Hopper.

• �Additional 3 Roll Sheeter Suitable for 40% or 
higher scrap return dough.

• Hopper level monitoring and control.

TECHNICAL SPECIFICATION

OPTIONS & ATTACHMENTS

Operator Control Side Left Hand or Right Hand

Conveyor Belts Ammeraal

Gear Motors SEW Eurodrive

Standard Stroke Lengths 1000, 1200 & 1500

Pneumatics Festo

Standard Widths 1000 & 1200

Guards Stainless Steel & Clear Plastic

Max Carriage Speed 18 Cycles/Minute

www.spoonervicars.com

The Cut Sheet Laminator is engineered to accurate and well-finished 
standards to comply with the reliability, accuracy of perfromance 
and provision for quick product changeover as demanded in the 
baking industry. The laminator machine comprises of several 
individual machine units assembled into a common framework to 
produce a single integrated machine. The laminating table is servo-
driven and can operate up to 18 cycles per minute.

The Laminator is designed to sheet and laminate a wide variety of 
doughs from soft dough to hard cracker doughs and to accurately 
cut the continuous dough sheet into seperate sheets and layer them 
onto the Outfeed conveyor before passing on to the cutting line for 
processing.

The hopper assembly can be designed to meet the individual 
requirements of the bakery. 

The Intel-conveyors incorporate a pivoting design rubber coated 
single roll drive, true track belt and easily removable support 
deckings and terminal roll assembly for quick belt changes.

Benefit from our Knowledge • Profit from our Experience

Laminate Sheet Thickness 2mm - 12mm

Web Tension & Tracking Combination of Manual/Auto Pneumatic & TruTrack.

4 roll sheeter laminator variant


