o Macadams
Stainless Steel Provers

FEATURES & BENEFITS

«  Simple control panel.
o Durable construction.
o Easy maintenance.

Other configurations available.



MACADAMS Technical Specs

M100
M72 Rack Oven M120/M120SLE M180 Rack Oven
Compatible Rack Oven Compatible
Compatible
For rack type
shelf capacity Y height single racks single racks double racks
max. pan size 12 18 18
inner roof clearance 600 x 800 mm 600 x 800 mm 1200 x 800 mm
outer roof clearance 1220 mm 1920 mm 1920 mm
power data 1375 mm 2120 mm 2120 mm
*** wet + dry heat *** wet + dry heat *** wet + dry heat
’;‘aoék‘;f ** configuration width depth kW width *depth KW *width *depth kW
Width
D
e
p 1 Walk in 1200 1000 4.5 1200 1000 4.5 1450 1460 4.5
t
h
2 Side by side 2250 1000 6.0 2250 1000 6.0 2550 1460 6.0
2 Walk through 1200 1911 9.0 1200 1911 9.0 1450 3000 9.0
3 Side by side 3300 1000 N/A 3300 1000 9.0 3850 1460 9.0
3 Walk through N/A N/A N/A 1200 2960 9.0 1450 4000 9.0
4 Walk through N/A N/A N/A 2250 2050 12.0 2550 2640 12.0
6 Walk through N/A N/A N/A 2250 2965 15.0 2550 4000 18.0
8 Walk through N/A N/A N/A 2250 4013 18.0 2550 5300 21.0
Notes:
We reserve the right to both technical, as well as design modifications.
Fibre glass prover dimensions listed separately.
Optionally available with hygrostat or humidifier, on request.
All dimensions in millimetres.
Allow 50mm for each door thickness to get total outside dimensions.
** Other configurations available on request.
*** Power data excludes humidifier (optional) power requirement.

Contact Details

HEAD OFFICE, EXPORTS & CAPE TOWN BRANCH  Tel : +27(21) 907-1000 Fax: +27 (21) 907-1111
JOHANNESBURG BRANCH Tel : (011) 472-4100 Fax: 086 618 6462
DURBAN BRANCH Tel : (031) 569-6290 Fax : (031) 569-6296

EMAIL  info@macadams.co.za WEBSITE www.macadams.co.za




