INTRAMA

THERMOFORMER FOR PACKAGING
IN RIGID AND FLEXIBLE FILM

= High reliability and operational safety

» High degree of functiondlity to suit the client’s
individual needs and requirements

= Simple control of the work process and easy
maintenance

= Hygienic design. Mode for manual washing
of the machine

Perfect vision of the packaged products

Easy and fast
format change

11 Advanced method for controlled thermoforming INTRAMA TF Control

Advantages:

» Reliable protection of your product due to the more even film drawing along the walls
and the corners of the packaging

= Waste reduction
» Stop throwing film and food away

= Change of the packaging forming depth through the thermoformer’s control panel with
saved desired seftings — fast, easy and convenient

= Start packing with up to 20% thinner bottom films

» Reduction of the ecological impact of your activities



Technical details:

Dimensions:

Length: 3550 mm; 4400 mm; 5000 mm; 6100 mm
Width: 1105 mm

Height: 1900 mm

Operating height: 930 — 980 mm
Loading area: 450 — 1380 mm
Cut-off lengths: 120 — 460 mm
Max. forming depth: 100 mm

bottom film

Max. output: approx. 7 cycles per minute
Power supply: 3 Ph N / PE, 400 V, 50 Hz

Max. power consumption: 8,5+ 15 kW

Air consumption: 40-100 I/cycle

Air inlet pressure: 6 — 10 bar

Cooling water consumption: approx. 120 I/h
Vacuum pump: Rietschle or Busch

Max. film widths: 355 or 420 mm

Max. roll diameter: 350 mm (top) — 450 mm (bottom)
Core diameter: 76 mm

Options:

Longer loading area

Closed cooling system

Modified atmosphere packaging
Printed top film usage

top film electric cabinet exit fransport belt
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