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Our high-quality entry level checkweigher ... CWA is designed for up to 200 
packages per minute. This all-rounder can be used for products of up to 3000 g and 
allows many applications thanks to IP65 protection.

More informationen
High performance 
with a wide range of 
solutions and options.

Fact Sheet
CWA1500, CWA3000

Specifications Facts Details

Weighing data Weighing range: 
Division value d:

   600g | 1500g         3000g    
    0.1g | 0.5g              0.5g

Performance max. throughput CWA1500: 150 - 200 packs 
per min. 
max. throughput CWA3000: 100 - 200 packs 
per min. 
max. belt speed: 50 - 80 m/min

depending on the length of the weighing conveyors 
 
depending on the length of the weighing conveyors

Device design /  
material

Stainless steel 1.4301

Display / control panel 12.1" color touch screen

Interfaces Ethernet, 4 inputs, 4 outputs

Protection class Conveying conveyor 
Switch cabinet 
Display unit

IP65 
IP65 
IP65

Conveying Conveying direction 
Conveying height

right to left | left to right 
700 - 1020 mm

Conveyors Infeed conveyor dimensions (W x L): 
Weighing conveyor dimensions (W x L): 
optional - Rejection conveyor dimensions (W x L): 
 
 
Belt color: white 
Roller diameter: 22mm (CWA1500), 32 mm 
(CWA 3000) 
Conveyor frame and quick belt release system

150x250, 150x400, 300x400 mm 
150x250, 150x400, 300x400 mm 
150x250, 150x400, 150x750, 300x400, 300x750 mm 
Belt width 300mm only available for CWA3000 
 
 
Aluminium rollers, hard coated surface

Environmental 
conditions

Operating temperature 
Humidity

+0 °C to +40 °C 
20 - 90% non-condensing

Energy supply Supply voltage 
Power consumption 
Compressed-air supply

100-240 V; 50/60 Hz 
500-750 VA 
6 bar

Available languages English, simplified chinese

More features Article memory 
Remote maintenance 
Emergency stop with pneumatic & belt 
shutdown

200 
 
turns off pneumatic system and conveyors

Options Facts Details

Rejection conveyor Third conveyor optionally available available rejection conveyors listed above

Ejecting systems Airjet rejector 
Pusher

Up to 2 rejectors possible 
Up to 2 rejectors possible

Signal lamps 3-colored with signal horn Green, yellow, red with horn

Draft shield Above weighing conveyor reduces disturbing influences by airflow

Guide rails Available for infeed belts Improve package infeed
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Rejection bin Plexiglass 
Lock for rejection bin door 
Bin full control 
rejection verification

 
 
know when bin needs to be emptied 
ensure that only qualified packs leave the production

Interfaces Upgrade to PIO 12/12 
USB 
RS232 
RS422 
Profibus DP, BRAIN2

 
for statistics export to USB stick

Infografiphc

Symbols

200 
packages/ 
minute

Protection 
class IP65

Stainless 
steel

Strain gauge Unicode

Dimensions
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Bizerba SE & Co. KG 
Wilhelm-Kraut-Straße 65 
72336 Balingen 
Germany 
  
T +49 7433 12-0 
F +49 7433 12-2696 
marketing@bizerba.com 
  
www.bizerba.com

Bizerba (Shanghai) WeighTech 
& Systems Co., Ltd. 
D-3, No.195 Qianpu Road, Shuhui 
Real Estate Park, Songjiang 
201611 Shanghai, P.R.C 
 
T +86 (0)21 6760 0999-3 
F  +86 (0)21 6760 0998 
marketing.china@bizerba.com 
www.bizerba.cn


